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AMS-02 ACC Connector Support Installation
1. Open this ATS

The responsible engineer for the AMS-02 ACC installation decides about changes in the series of the installation sequences.
2. Weight table of all permanent installed flight parts

	Part
	QTY
	Weight (g)

	Standard Connector Support  Z+ side
	16
	

	Standard Connector Support Z- side
	12
	

	Special Connector Support Z- side
	4
	

	Washer (NAS1149E832R) 
	128
	

	Screw (NAS1351N08LB8A286)
	64
	

	Nut (H41-863-DFL)
	64
	

	Bushing (draw.# ams02-07-3037) 
	64
	

	Optical fiber cable support
	24
	


3. Connector support installation to VC. See Figure 1, 2 and 3, Photo 1, 2 and 3 and in more detail Figure 4 (part number: draw. # ams02-07-1033a) 

Figure 1  
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Figure 2: Top view (Z+ side)
[image: image2.png]



Figure 3: Bottom view (Z- side)
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Photo 1: Connector Supports mounted to VC (top view) during Pre-Integration:
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Photo 2: 1 Standard Connector Support mounted to VC during Pre-Integration
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Photo 3: 4 Special Connector Supports (drawing number: ams02-08-3007,     ams02-08-3008, ams02-08-3009, ams02-08-3010, ams02-08-3014 and ams02-08-3015) for sectors 5, 11, 21 and 27 on Z- side  
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Figure 4         
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3.1 Apply lubricant Braycote 601EF on threads of screws (NAS1351N08LB8A286, Lot number: 40347)                                                               
          
         QTY: 64  







             
 Braycote 601EF     







  Lot Number:                                                            Expiration Date:
3.2 Apply Super Koropon base underside the NAS1149E832R washers in contact with aluminum parts of Vacuum Case Flanges or brackets (cover the whole surface of washers with a brush, and on the bushings (draw.# ams02-07-3037, mat: Ti6Al4V AMS4928).  Parts are to be assembled in wet condition right after application, before drying out).

PN_____________, Lot#____________, Exp date:______________. 
3.3 Position Connector supports to VC sectors with uneven numbers (1, 3, 5, ..) on Z+  and Z- side, see Figure 1, 2, 3 and 4 and Photo 1, 2 and 3. 

             QTY: 32

3.4 Insert washer (NAS1149E832R, Lot number: 8714-10-9-03) and bushing (draw.# ams02-07-3037, mat: Ti6Al4V AMS4928) onto screw (NAS1351N08LB8A286, Lot number: 40347), Position A, Figure 4    


                     QTY: 32
3.4.1 Insert screw with washer and bushing into VC-hole and connector support, Position A, Figure 4. 






         QTY: 32
3.5 Insert washer (NAS1149E832R, Lot number: 8714-10-9-03) and bushing (draw.# ams02-07-3037, mat: Ti6Al4V AMS4928) onto screw (NAS1351N08LB8A286, Lot number: 40347), Position B, Figure 4. 



          QTY 32
3.6 Insert screw with washer and bushing into VC-hole and connector support, Position B, Figure 4. 






          QTY: 32
3.7 Insert washer (NAS1149E832R, Lot number: 8714-10-9-03) and nut (H41-863-DFL, Lot number: 8714-10-9-03) onto screw, Position A, Figure 4. 
         QTY: 32 

3.8 Insert washer (NAS1149E832R, Lot number: 8714-10-9-03) and nut (H41-863-DFL, Lot number: 8714-10-9-03) onto screw, Position B, Figure 4. 
         QTY: 32 
3.9 Tighten Position A and B (Figure 4, Table 1 for Z+ side, Table 2 for Z- side).
          QTY: 32  
Maximum Locking Torque = 2.8 Nm, Minimum Locking Torque =  2.4 Nm
Maximum Running Torque =  1.0 Nm, Minimum Running Torque = 0.3 Nm

	Z+ side
Sector
	Position
	Running 
Torque
	Final 
Torque
	Position
	Running

Torque
	Final

Torque

	1
	A
	
	
	B
	
	

	3
	A
	
	
	B
	
	

	5
	A
	
	
	B
	
	

	7
	A
	
	
	B
	
	

	9
	A
	
	
	B
	
	

	11
	A
	
	
	B
	
	

	13
	A
	
	
	B
	
	

	15
	A
	
	
	B
	
	

	17
	A
	
	
	B
	
	

	19
	A
	
	
	B
	
	

	21
	A
	
	
	B
	
	

	23
	A
	
	
	B
	
	

	25
	A
	
	
	B
	
	

	27
	A
	
	
	B
	
	

	29
	A
	
	
	B
	
	

	31
	A
	
	
	B
	
	


Table 1: Z+ side
Wrench PN______________ (Running)

Note M#_____________  Cal Due Date _____________

Wrench PN______________ (Final)

Note M#_____________  Cal Due Date _____________ 
Maximum Locking Torque = 2.8 Nm, Minimum Locking Torque =  2.4Nm

Maximum Running Torque =  1.0 Nm, Minimum Locking Torque = 0.3 Nm

	Z- side

Sector
	Position
	Running 
Torque
	Final 
Torque
	Position
	Running

Torque
	Final

Torque

	1
	A
	
	
	B
	
	

	3
	A
	
	
	B
	
	

	5
	A
	
	
	B
	
	

	7
	A
	
	
	B
	
	

	9
	A
	
	
	B
	
	

	11
	A
	
	
	B
	
	

	13
	A
	
	
	B
	
	

	15
	A
	
	
	B
	
	

	17
	A
	
	
	B
	
	

	19
	A
	
	
	B
	
	

	21
	A
	
	
	B
	
	

	23
	A
	
	
	B
	
	

	25
	A
	
	
	B
	
	

	27
	A
	
	
	B
	
	

	29
	A
	
	
	B
	
	

	31
	A
	
	
	B
	
	


Table 2: Z- side

Wrench PN______________ (Running)

Note M#_____________  Cal Due Date _____________

Wrench PN______________ (Final)

Note M#_____________  Cal Due Date _____________ 
4. Temporary PMT –Box installation to VC. See Figure 5 (draw. # ams02-07-1032, replace flight screws NAS 1351 N3 LB 10 No. 10-32 UNRF-3A A286 by temporary screws No. 10-32 UNRF-3A 1.4401, red marked) and Figure 6 for the allocation of PMT (production number) and optical clear fiber cable (production number) and Photo 4.
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      Figure 5
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      Figure 6: Allocation of PMTs and optical clear fiber cables.

             Photo 4: Temporary PMT-Box installation during Pre-Integration

             [image: image10.jpg]



4.1 Position PMT-Box to sector 8 on Z+ side, Figure 6 (Photo 4).

4.1.1 Put lubricant Braycote 601EF on threads of temporary screws (No. 10-32 UNRF-3A 1.4401)                                                               

                     QTY: 4

4.1.2 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position A, Figure 5
4.1.3 “Hand tighten” Position A (Figure 5) 
4.1.4 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position B, Figure 5
4.1.5 “Hand tighten” Position B (Figure 5)

4.1.6 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position C, Figure 5
4.1.7 “Hand tighten” Position C (Figure 5)

4.1.8 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position D, Figure 5
4.1.9 “Hand tighten” Position D (Figure 5)
4.2 Position PMT-Box to sector 24 on Z+ side, Figure 6.

4.2.1 Put lubricant Braycote 601EF on threads of screws (No. 10-32 UNRF-3A 1.4401)                                                               QTY: 4

4.2.2 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position A, Figure 5

4.2.3 “Hand tighten” Position A (Figure 5) 
4.2.4 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position B, Figure 5

4.2.5 “Hand tighten” Position B (Figure 5)

4.2.6 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position C, Figure 5

4.2.7 “Hand tighten” Position C (Figure 5)

4.2.8 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position D, Figure 5

4.2.9 “Hand tighten” Position D (Figure 5)
4.3 Position PMT-Box to sector 8 on Z- side, Figure 6.

4.3.1 Put lubricant Braycote 601EF on threads of screws (No. 10-32 UNRF-3A 1.4401)                                                               QTY: 4

4.3.2 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position A, Figure 5

4.3.3 “Hand tighten” Position A (Figure 5) 
4.3.4 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position B, Figure 5

4.3.5 “Hand tighten” Position B (Figure 5)

4.3.6 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position C, Figure 5

4.3.7 “Hand tighten” Position C (Figure 5)

4.3.8 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position D, Figure 5

4.3.9 “Hand tighten” Position D (Figure 5)
4.4 Position PMT-Box to sector 24 on Z- side, Figure 6.

4.4.1 Put lubricant Braycote 601EF on threads of screws (No. 10-32 UNRF-3A 1.4401)                                                              QTY: 4

4.4.2 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position A, Figure 5

4.4.3 “Hand tighten” Position A (Figure 5) 
4.4.4 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position B, Figure 5

4.4.5 “Hand Tighten” Position B (Figure 5)

4.4.6 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position C, Figure 5

4.4.7 “Hand tighten” Position C (Figure 5)

4.4.8 Insert washer (NAS 1149 E 0363 R A286, Lot number: S5271) onto screw (No. 10-32 UNRF-3A 1.4401), Position D, Figure 5

4.4.9 “Hand tighten” Position D (Figure 5)
5. Temporary optical connector fixation to connector support on Z+ and Z- side with cable ties, see Photo 5. QTY: 32
Photo 5: Temporary fixation of optical connectors to connector support with cable       ties during pre-integration
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6. Temporary fiber cable fixation to VC with cable ties, see Figure 7 and Photo 6:
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Figure 7: Allocation of temporary fiber cable fixation to VC with non-flight cable ties.

Photo 6: Temporary mounted PMT-Box and optical fiber fixation with cable ties to VC during pre-integration.
           [image: image13.jpg]



7. Glueing of optical fiber cable support (drawing number: ams02-svd-010, see 090330_ACC_OFC_Supports.pdf) to VC.                                                          QTY: 24

7.1 Position optical fiber cable support on VC, see Figure 8 and Photo 7.
Figure 8: Allocation of optical fiber cable support on VC
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Photo 7: Temporary positioned optical fiber cable support on VC during pre-integration
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7.2 Glue optical fiber supports to VC       





                                    QTY: 24


7.2.1 Primer EA9203-Q4659, Lot Number:                                       

 Expiration Date:

HYSOL EA934NA, Lot Number:                                                             Expiration Date:

7.2.2 Reference to LOCTITE HYSOL surface preparation guide (see Surface_Prep_Guide.pdf)
7.2.3 Clean surface to glue with isopropanol

7.2.4 Apply primer HYSOL EA9203-Q4659                         

7.2.5 Waiting time of at least 1 hour to dry primer

7.2.6 Glue ACC optical fiber cable support to VC with HYSOL EA934NA 
8. Remove all temporary optical fiber cable fixations (cable ties) on Z+ and Z- side, Figure 7, Photo 5 and 6.
9. Inspection of AMS QA engineer after removal of all cable ties.

10. PMT –Box dismounting of VC (figure 5, draw. # ams02-07-1032, and figure 6 for the allocation of PMT (production number) and optical clear fiber cable (production number).

10.1 Removal of PMT-Boxes of sector 8 and 24 on Z+ and Z- side (see Figure 5 & 6).

10.1.1 Untighten Position A, B, C and D (Figure 5) 
10.1.2 Remove screw (No. 10-32 UNRF-3A 1.4401) and  washer (NAS 1149 E 0363 R A286)  from position A, B, C and D (Figure 5), tag and bag screws and washers (table 3), clean holes. 
	Z+ side

Sector
	Position
	Screw
	Bag

(“not for flight”)
	Washer
	Bag

Lot Number

	8
	A
	1
	
	1
	

	
	B
	1
	
	1
	

	
	C
	1
	
	1
	

	
	D
	1
	
	1
	

	24
	A
	1
	
	1
	

	
	B
	1
	
	1
	

	
	C
	1
	
	1
	

	
	D
	1
	
	1
	

	Z- side

Sector
	Position
	Screw
	Bag

(“not for flight”)
	Washer
	Bag

Lot Number

	8
	A
	1
	
	1
	

	
	B
	1
	
	1
	

	
	C
	1
	
	1
	

	
	D
	1
	
	1
	

	24
	A
	1
	
	1
	

	
	B
	1
	
	1
	

	
	C
	1
	
	1
	

	
	D
	1
	
	1
	


Table 3
10.1.3 Remove ACC PMT-Boxes with optical clear fiber cables and store for Flight Integration.
11. Close this TPS.




























































































































































